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JMT INC.
14926 Bloomfield Ave
Norwalk, CA 90650
PH: (562) 404-2014
eMail:info@jmtinc.com
www.jmtinc.com SUPPLIER QUALITY ASSURANCE

CERTIFICATION OF CONFORMANCE

Finish (Plating, Oxide, Paint, Etc.) Process Certification

Please indicate JMT Code Marking Requirement performed:

Please indicate JMT Approved Weld Procedure used (if applicable).

Fixed Limit Thread Gage(s)  Go/Not Go Calibration Record (if threading performed)

Material Test Report
Heat Treat Process Certification

Authorized ByDeviation Description

We hereby confirm and certify that the above referenced material furnished against subject
Purchase Order conforms in all respects to JMT Inc.  Purchase Order Specifications and that
Inspection/Test Equipment used for final acceptance is maintained calibrated and traceable to
NIST standards.  The following Inspection / Test Reports and Process Certifications are attached:

Low Imp.
Stamp

Vibra Etch Ink Stamp/
Stencil

TagElectro Etch

Supplier: Date:

Shipper Ref:

JMT PO No.: Line No.: QTY:

JMT PART No: Rev: JMT Code:

Final Dimensional Insp. Rpt.  (JMT Form QF-9006)

Approved By: QAM
Approved Date: 10/20/2008
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